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FABRICATION NOTES:

1. DRAWING REPRESENTS STANDARD
KerckhoffStone SHAPE & SIZES.

1 2.SLOTTED GRATES CAN BE

= CUSTOMIZED PER INDIVIDUAL

CONCRETE HARDSCAPE SOLUTIONS PROJECT.

3. SLOTTED GRATES CAN BE
FABRICATED WITH RADIUS.

4. WIDTH DIMENSIONS VARIES FROM
8"to 18" IN TOTAL SLOTTED GRATE
N

VARIES WIDTH.
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" n n 130 1n | Philhl
‘1% 5 1 | ‘2 | 6; ‘% * 1. 6,500 P.S.1. DESIGN MIX
£ 2. ASTM C-1364 FOR CAST-STONE
CLEAN OUT 3. SPECIFICATION FOR CAST-STONE 04720

NTS. 4. AVAILABLE IN OVER 85 COLORS & ALL STANDARD
KERCKHOFFSTONE TEXTURES

5. COLOR & TEXTURES WILL VARY

6. ABRASION AND MILDEW RESISTANT

7. ALL SLOTTED GRATES ARE REINFORCED WITH GALVANIZED STEEL.
8. FLOW RATE EXCEEDS 1.5 GALLONS/ SECOND
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